
	  
	  

Model MPY 8.40 MPY 10.40 MPY 12.40 

Working Height (m)                              F 8 10 12 

Platform Height (m)                              G 6 8 10 

Stowed Height (mm)                            A 2400 2500 2750 

Overall Length (mm)                            B 2400 2400 2600 

Overall Width (mm)                              C 1000 1000 1000 

Guardrail Height (mm)                         D 1100 1100 1100 

Platform Dimensions (m)                   (BxC) 2,4 x 1,0 2,4 x 1,0 2,6 x 1,0 

Platform Capacity (kg)  400 400 400 

Raise I Lower Speed (sec.) 35 / 45  45 / 60 60 / 80 

Machine Weight (kg) 1500 1600 2000 

Platform Extension Deck (m) 1 1 1 

Turning Radius (Inside/Outside) (m) 0,25 / 2,5 0,25 / 2,5 0,25 / 2,7 

Control System (24V) Electro-Hydraulic 
(Drive proportional) 

Electro-Hydraulic 
(Drive proportional) 

Electro-Hydraulic 
(Drive proportional) 

Battery Capacity 24V 360Ah 24V 360Ah 24V 480Ah 

Drive Speed (Stowed) (km/h) 2 2 2 

Gradebility (Stowed) (%) 10 10 10 

Tyre Size (mm) 16 x 6 x 8 16 x 6 x 8 16 x 6 x 8 

	  


